United States Testing Company, Inc.
Engineering Services Division

291 FAIRFIELD AVENUE  FAIRFIELD, NEW JERSEY 07006 e (201) 575 5252 / 5570

¢ REPORT OF TEST
NUMBER 099311

CLIENT: Marino Industries Corp.
400 Metuchen Road November 6, 1990
P.O. Box 358
South Plainfield, NJ 07080

SUBJECT: Physical Properties
REFERENCE :

Marino Industries Corp., Letter of Authorization dated
October 9, 1990.

SAMPLE IDENTIFICATION:

Two (2) samples of material were submitted and identified
by the Client as follows:

1-1/2" Galvanized Roofing Nails and "Steel Cem" Board

TEST PERFORMED: \

The submitted nails were tested for Pull Out Strength from
the boards in accordance with Standard Laboratory Procedure.

Testing Supervised by:

%\.AM/@\/Q%‘V‘“;
Frank Savino, Supervisor
Materials Engineering Section SIGNED FOR THE COMPANY

By
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np Frank Pepe

Vice President

Laboratories in: New York e Chicago * LosAngeles ¢ Richland ¢ Tulsa ¢ Modesto * Orlando

UNITED STATES TESTING COMPANY, INC REPORTS AND LETTERS ARE FOR THE EXCLUSIVE USE OF THE CLIENT TO WHOM THEY ARE ADDRESSED AND THEY AND THE NAME OF THE
UNITED STATES TESTING COMPANY. INC . OR ITS SEALS OR INSIGNIA ARE NOT TO BE USED UNOER ANY CIRCUMSTANCES IN ADVERTISING TO THE GENERAL PUBLIC AND THEIR COM.
MUNICATION TO ANY OTHERS OR THE USE OF THE NAML OF UNITED STATES TESTING COMPANY. (NC MUST RECEIVE OUR PRIOR WRITTEN APPROVAL. QUR REPORTS APPLY ONLY TO THE
STANDARDS OR PROCEOURES iDENTIFIED. TO THE TESTS CONDUCTED AND TO THE SAMPLE(S) TESTED ANO/OR INSPECTIONS MADE. UNLESS OTHERWISE SPECIFIED. THE TEST aNo/or
INSPECTION RESULTS ARE NOT INDICATIVE OR REPRESENTATIVE OF THE QUALITIES OF THE LOT FROM WHICK THE SAMPLE WAS TAKEN OR OF APPARENTLY IDENTICAL OR SIMILAR PROD-
UCTS AND MOTHING CONTAINED IN OUR REPORTS SHALL BE DEEMED TO IMPLY OR MEAN THAT UNITED STATES TESTING COMPANY. INC. CONDUCTS ANY QUALITY CONTROL PROGRAM FOR
THE CLIENT TO WHOM TME REPORT IS ISSUED SAMPLES NOT DESTROYED !N TESTING ARE RETAINED 4 MAXIMUM OF THIRTY DAYS.
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CLIENT: *Marino Industries Corp. NUMBER: (099311

TEST PROCEDURE AND RESULTS:

The nails were embedded in the boards down to the steel backing.
The boards were then secured in place on an Instron Universal
Testing Machine. An increasing load was applied to each nail until
it was removed from the board. The results were as follows:

Determination Pull Out Strength, LBS
1 111.0
2 142.0
3 154.5
4 150.0
5 85.5
Avg. - 128.6
\
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